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MADEN KABLOLARI

AS/NZS 1802 TYPE 210

KABLO ÖZELL‹KLER‹ / CABLE PROPERTIES

‹LG‹L‹ STANDARTLAR / RELATED  STANDARDS : AS/NZS 1802
ANMA GER‹L‹M‹ / RATED VOLTAGE : 1.1/1.1 kV
TEST GER‹L‹M‹ / TEST VOLTAGE : 4,2 kV

KULLANIM ALANI

Kapal› kömür madenlerinde el tipi delici kesici cihazlar›n ve
matkaplar›n beslemesinde kullan›l›r.Kapal› kömür madenlerinde
el tipi delici kesici cihazlar›n ve matkaplar›n beslemesinde
kullan›l›r.

ORTAM

Patlay›c› gaz ve tozlar›n oldu¤u kapal› maden ocaklar›nda
kullan›l›r.

APPLICATION

Used for supplying hand-held boring machines and drills
in underground coal mines

ENVIRONMENT

Used in mines where explosive gasses and dust can
accumulate.
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KAPALI KÖMÜR MADEN‹ EL T‹P‹ C‹HAZ KABLOSU
UNDERGROUND COAL MINE CABLE FOR HAND-HELD MACHINERY

KABLO YAPISI

1- ‹LETKEN : Elektrolitik, kalayl› ve bükülü bak›r tel AS/NZS 1125 S›n›f 5

2- ‹ZOLASYON : R-EP-90 (AS/NZS 3808’e göre)

3- EKRAN : Faz damarlar›n›n üzeri kalayl› bak›r tel ve ip ekran ile örgülü.

4- BÜKÜM : Damarlar birbirine de¤meyecek flekilde içinde kumanda damar› bulunan yar›iletken fitil etraf›na sar›larak bükülür.

5- DIfi KILIF : A¤›r hizmete yönelik elastomer d›fl k›l›f (AS/NZS 3808’e göre).

CABLE STRUCTURE

1- CONDUCTOR : Electrolytic, stranded, tinned copper wire AS/NZS 1125 Class 5

2- INSULATION : R-EP-90 (acc.to AS/NZS 3808)

3- SCREEN : Tinned copper / Nylon braided screen over phase cores.

4- LAYUP : Cores are laid up over a semiconducting cradle with one pilot core in the center and without contacting each other.

5- OUTER SHEATH : Heavy-duty elastomer outer sheath (acc.to AS/NZS 3808)

1.1/1.1 kV

KONSTRÜKS‹YON AÇIKLAMASI / CONSTRUCTION DESCRIPTION

Kompozit ekranl› 3 faz damar›, merkezi bir kumanda damar› içeren yar›iletken tafl›y›c› fitil etraf›nda bükülür.
3 phase cores with composite screens laid up around a semiconductive cradle containing a central pilot core.

ÜNTEL AS/NZS 1802 TYPE 210
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MINING CABLES
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AS/NZS 1802 TYPE 210

Güç damarlar›
Power Cores

Ekran
Core screen

Kumanda damar›
Pilot core

K›l›f
Sheath

A¤›rl›klar
Mass

Nominal
Kesit
Cross-
section

mm2

Büküm
Strand
no/mm

‹letken
Çap›

Conductor
Diameter
Nom. mm

‹zolasyon
kal›nl›¤›

Insulation
thickness

mm

‹zolasyon
çap›

Insulation
diameter
Nom. mm

Yaklafl›k
kabloa¤›rl›¤›

Approx.
cable weight

kg/km

Bak›r a¤›rl›¤›
Copper weight

kg/km

Kal›nl›k
Thickness

mm

Kablo çap›
Overall diameter

Nom. Mm

Büküm
Strand
no/mm

‹zolasyon
kal›nl›¤›

Insulation
thickness

mm

Örgü telleri
Braid wires

no/mm

Nominal
Kesit
Cross-
section

mm2

Type

1.5

2.5

210

30/0.25

50/0.25

1.1/1.1kV

1.5

1.9

1.4

1.5

4.4

5

7/0.25

7/0.25

5.2

5.8

24/0.20

24/0.20

0.8

0.8

3

3

23.7

25.1

800

920

201

247


