CATb5e U/UTP

PVC, LSZH, LSZH-FR

' ‘00
T —" (@)

UYGULAMA

Bu kablolar ayni zamanda Kategori 5 kablolari olarak da bilinen CAT5
kablosudur. Aralarindaki fark teknik degerlerdedir. Performansi, hizli
ethernet sistemlerini ve iki yonli gigabit veri hizini destekleyecek
sekilde, arttinlmis yeni standartlara sahiptir. 1000 Base-T ye kadar
cok damarli analog ve dijital veri sinyal kablolaridir.

APPLICATION

They are also known as Category 5 cable, performance enhanced
CATS cable. The difference between them is the specification values.
These cables have new standards, where performance is enhanced in
a manner to support fast ethernet systems at full, bidirectional gigabit
data speed. Multi-core analog and digital data signal cables up to 1000
Base-T.

KABLO YAPISI / STRUCTURE

1 iletken 24 AWG tavlanmis kizil bakir
Conductor 24 AWG bare copper
2 izolasyon PE
Insulation
3 Kilf PVC
Sheath LSZH
LSZH-FR

Frekans (MHz)
Zayiflama (dB/100 m)
Bir sonraki kayip asgari (dB)

Frequency (MHz)
Attenuation (dB/100 m)
NEXT lost min. (dB)

PS NEXT lost min. (dB)
ELFEXT min. (dB/100 k)
PSELFEXT min. (dB/100 m)
Return loss (RL) min. (dB)

PS bir sonraki kayip asgari (dB)
ELFEXT asgari (dB/100 k)
PSELFEXT asgari (dB/100 m)
Geri donUs kaybi (RL) asgari (dB)

Not: Renkler: (Turuncu) (turuncu, beyaz/ yesil) (yesil, beyaz / kahverengi) (kahverengi, beyaz / mavi) (mavi, beyaz) Dis kilif rengi: Gri

TEKNIK OZELLIKLER (70 °C)

KOAKSIYEL VE VERiI KABLOLARI

TECHNICAL SPECIFICATIONS (70 °C)
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iletken
Conductor

Calisma voltaji
Operating voltage

Kapasitans
Capacitance

Karakteristik empedans
Characteristic impedance

Frekans
Frequency

Desteklenen aglar
Networks supported

izolasyon direnci
Insulation resistance

Min. Bukdlme yarigapi
Bending radius (min.)

Max. depolama sicakligi

Storage temperature max.

Referans standartlar
Reference standards

Duman yogunlugu
Smoke density

Halojen asit gaz miktari
Halogen acid gas content

Gazlarin asitdik derecesi
Degree of acidity of
halogen gases

ASTM B3

250V

56nF /km.

100+£15 Ohm.

100 MHz

1000BASE-T

500 M Ohm. Per kM

10xD

+40 °C

ISO IEC 11801 class D

ANSI EIA/TIA-T568 A/B

EN 61034-2
(LSZH serisi / series)

EN 50267-2-1
(LSZH serisi / series)

EN 50267-2-2
(LSZH serisi / series)

U/UTP (blendajsiz / blendajsiz bikili ciftler)
U/UTP (unscreened / unscreened twisted pairs)

1.0

4.0
60.0
57.0
57.4
54.4
20.0

16.0

9.1
43.6
40.6
33.3
30.3
25.0

Note: Per colour: Orange, orange-white / green, green-white / brown, brown-white / blue, blue-white. Sheath colours: Grey
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24.0 =
30.1 -
271 =
17.4 -
14.4 =
19.0 -

RoHS



