DIGER OZEL KABLOLAR

-5°C / +90°C

BAFOGLUKABLO Fagon

3 2 1
UYGULAMA TEKNIK OZELLIKLER / TECHNICAL SPECIFICATIONS
Celik Sektorl gibi yiksek sicaklik ve mekanik gerilimin bulundugu 1 Calisma voltaji 300/500V
agir calisma sartlarinda kontrol, glic ve veri kablosu olarak kullanilirlar. Operating voltage
2 Test voltaji 2000 V
APPLICATION Test voltage
They are used as control, power and data cable in places where severe 3 Kisa devre voltaji 5000 V
operating conditions exist with high temperatures and mechanical Short circuit voltage
stresses such as Steel Sector. _
4 Max. depolama sicakligi +40 °C
Storage temperature max.
TRUCTURE
KABLQ YAPISI/STRUCTU 5 Elektrik testleri EN 50395
1 lletken Elektrolitik esnek bakir Electrical tests
(ciplak veya kalayh)
Conductor Electrolytic flexible copper
(bare or tinned copper)

2 izolasyon Silikon

Insulation Silicone
3 Kilf TM3 PVC

Sheath

Not: Arzu edilen renklerde imal edilebilirler.

Dis kilif renkleri siyah, kirmizi ve beyazdir. Damar/izolasyon renkleri (siyah, kirmizi, mavi) (sari/yesil, kahverengi, mavi)
(sarifyesil, siyah, kahverengi, gri) (sar/yesil, siyah, kahverengi, gri, mavi)dir.

lletken direng degerleri icin sayfa 282 deki tabloya bakiniz.

Note: They can be manufactured in any desired colour. Sheath colours are black, red and white Insulator colours are
(blue, red, black), (blue, brown, yellow-green), (grey, brown, black, yellow-green), (blue, grey, brown, black, yellow-green) | C€ ¢
Please lletken direnc degerleri icin sayfa 282 deki tabloya bakiniz RoHS



OTHER SPECIAL CABLES

-5°C / +90°C

Damar sayisi Kesit alani Nominal kablo dis ¢api Bakir agirhgi Kablo agirhigi
Number of cores Cross section  Nominal cable outer diameter  Copper weight Cable weight
(mm?2) (@ mm) (kg / km) (kg / km)
2 X 0,75 5,95 12,6 51,9
3 X 0,75 6,30 18,9 62,0
4 X 0,75 6,85 25,2 75,6
5 X 0,75 7,70 31,5 95,2
2 X 1,00 6.25 16,6 59,4
8 X 1,00 6,65 24,9 72,2
4 X 1,00 7,45 33,2 92,2
5 X 1,00 8,10 41,5 110,8
2 X 1,50 6,85 24,6 75,8
3 X 1,50 7.45 36,9 95,4
4 X 1,50 8,30 49,2 1211
5 X 1,50 9,25 61,5 150,8
2 X 2,50 8,25 40,0 113,0
8 X 2,50 8,95 60,0 143,5
4 X 2,50 9,70 80,0 176.4
5 X 2,50 10,85 100,0 220,6
2 X 4,00 9,90 63,0 166,9
3 X 4,00 10,75 94,5 213,3
4 X 4,00 11,70 126,0 264,2
5 X 4,00 13,25 157,5 335,5
2 X 6,00 11,80 95,8 242,6
8 X 6,00 12,95 143,7 315,3
4 X 6,00 14,10 191,6 3911
5 X 6,00 15,70 239,5 486,5
6 X 6,00 16,60 287.4 560,0
2 X 10,00 15,15 167,0 406,7
8 X 10,00 16,60 250,5 529,1
4 X 10,00 18,15 334,0 660,7
5 X 10,00 20,30 417,5 826,3
6 X 10,00 21,20 501,0 938,3
2 X 16,00 17,30 272,0 568,3
8 X 16,00 18,90 408,0 744.,4

4 X 16,00 20,75 544,0 938,7



