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Category 6A 
Shielded Permanent Link4.

4.4. Patch Leads

Technical data

Product code Product name Measures Weight Items per packaging unit

Length in cm g Packaging option

YHCBP01743 UC C400 HC UU VT 01000 LLLLL: Length option;  
length in cm  
(example: 00200 -> 2,0m)

n/a 1 per bag

YHCBP01744 UC C400 HC UU VT 01500

YHCBP01745 UC C400 HC UU VT 02000

YHCBP01746 UC C400 HC UU VT 02500

YHCBP01747 UC C400 HC UU VT 03000

YHCBP01748 UC C500 HC UF BL 01000

YHCBP01749 UC C500 HC UF BL 01500

YHCBP01750 UC C500 HC UF BL 02000

YHCBP01751 UC C500 HC UF BL 02500

YHCBP01752 UC C500 HC UF BL 03000

• To be used to connect switches 
to a keystone patch panel.

• 2 x RJ45 connector  
(TIA568-B coding)

• Proven performance
• Different colour options (grey, 

blue, aqua, violet, yellow, or-
ange, red, green, black)

• DualBoot moulded strain relief
• Latch protector

 Harness Cable
compatible with UCCONNECT system

Product Family Related Cable Description

UCConnect400 Class E Channel, 
unscreened

Cat.6 U/UTP 24 AWG 4P cable LSHF

UCConnect500 Class Ea Channel, 
unscreened

Cat.6 U/FTP 23 AWG 4P cable LSHF

Specification

Item Description

Flame resistance - LSHF IEC 60332-1, IEC 60754-2, IEC 61034

Standards IA/TIA-568-C.2,
ISO/IEC 11801 2nd ed; 
IEC 61156-5;
EN 50173-1, EN 50288-6-1
IEEE 802.3at

Length 10m, 15m, 20m, 25m, & 30m other lengths upon request

Performance


