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KUYRUK KABLOSU
TRAILING CABLE

TASARIM ÖZELL‹KLER‹ / DESIGN FEATURES

KONSTRÜKS‹YON / CONSTRUCTION : DIN VDE 0250-813
GENEL ÖZELL‹KLER / GENERAL REQUIREMENTS : DIN VDE 0250-1
KULLANMA KILAVUZU / GUIDE TO USE : DIN VDE 0298-3
ELEKTR‹KSEL DENEYLER / ELECTRICAL TESTS : DIN VDE 0472-501, 503, 508
ELEKTR‹KSEL OLMAYAN DENEYLER / NON-ELECTRICAL TESTS : DIN VDE 0472-401, 402, 602, 303, 615
YANGIN fiARTLARI ALTINDAK‹ DENEYLER / UNDER FIRE CONDITIONS TESTS : DIN VDE 0472-803, 804

ÇALIfiMA KARAKTER‹ST‹KLER‹  / OPERATING CHARACTERISTICS

‹LETKEN ‹fiLETME SICAKLI⁄I / CONDUCTOR OPERATING TEMPERATURE : Max. 90ºC
‹LETKEN KISA DEVRE SICAKLI⁄I / CONDUCTOR SHORT-CIRCUIT TEMPERATURE : Max. 250ºC
‹fiLETME SICAKLI⁄I / WORKING TEMPERATURE : Sabit / Fixed : -40ºC … +80ºC

  Hareketli / Mobile : -25ºC … +80ºC
M‹N. BÜKME YARIÇAPI / MIN BENDING RADIUS : VDE 0298-3 Tab. 3
AKIM TAfiIMA KAPAS‹TELER‹ / CURRENT CARRYING CAPACITIES : VDE 0298-4
ALEV‹ ‹LETMEZ / FLAME RETARDANT : VDE 0482-332-1-2, DIN EN 60332-1-2, IEC 60332-1
YA⁄A DAYANIKLI / OIL RESISTANT : HD/EN/IEC 60811-2-1, DIN VDE 0473-811-2-1
OZON DAYANIMI / OZONE RESISTANT
SO⁄U⁄A DAYANIKLI / COLD RESISTANT
YIRTILMAYA DAYANIKLI / TEAR RESISTANT
PATLAMA R‹SKL‹ ORTAMLAR / EX-PROOF
UV DAYANIMLI / UV RESISTANT

(N)TSCGEWÖU (SB)

KABLO YAPISI

* ‹LETKEN : Elektrolitik, kalayl› ve bükülü bak›r tel. DIN VDE 0295 S›n›f 5

* AYIRICI : Faz iletkenlerinde ve toprak iletkenlerinde yar›iletken tabaka kapl›

* ‹ZOLASYON : Faz damarlar› 3GI3 malzeme (DIN VDE 0207 k›s›m 20'ye  göre) ile izole edilir. Toprak damarlar› izole edilmez.

* AYIRICI : Faz damarlar›nda izole üstü yar›iletken ile kaplan›r

* BÜKÜM : Tüm damarlar birbirlerine de¤ecek flekilde ve bölünmüfl toprak damarlar› aralara gelecek flekilde bükülür

* DIfi KILIF : A¤›r hizmete yönelik elastomer d›fl k›l›f 5GM5 (DIN VDE 0207 Teil 21'e göre)

CABLE STRUCTURE

* CONDUCTOR : Electrolytic, stranded, tinned copper wire DIN VDE 0295 Class 5

* SEPARATOR : Semiconducting layer over power conductors and earth conductors

* INSULATION : Phase cores are insulated with 3GI3 compound (acc. to DIN VDE 0207 part 20). Earth cores are not insulated.

* SEPARATOR : Semiconducting layer over phase core insulations

* LAYUP : All cores are laid up in contact with each other and interstitial ground cores.

* OUTER SHEATH : Heavy duty elastomer outer sheath 5GM5 (acc. to DIN VDE 0207 Teil 21)



KULLANIM ALANI

Aç›k ve kapal› madenlerde besleme kablosu olarak kullan›l›r.

ORTAM

Her türlü zor flart alt›nda ve madenlerde a¤›r hizmet kablosu
olarak kullan›l›r.

APPLICATION

Used in open and underground mines

ENVIRONMENT

Used as heavy-duty cable whereever it is needed as well as
in mines.
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RUBBER CABLES

46.0
51.9
62.3
64.9

50.0
55.9
66.3
68.9

3,800
4,700
5,800
7,200

3x35+3x25/3
3x50+3x25/3
3x70+3x35/3
3x95+3x50/3

NOM‹NAL KES‹T
Cross-section

(mm2)

YAKLAfiIK KABLO A⁄IRLI⁄I
APPROX. CABLE WEIGHT

(kg/km)

BAKIR A⁄IRLI⁄I
COPPER WEIGHT

(kg/km)

MIN. KABLO ÇAPI
MIN. OVERALL DIAMETER

(mm)

MAKS. KABLO ÇAPI
MAX. OVERALL DIAMETER

(mm)

1,344
1,680
2,352
3,216




