COAXIAL AND DATA CABLES

G-11/L-E P

UYGULAMA

Dustuk zayiflamaya ihtiyag duyulan yerlerde dahili CATV-CCTV
kablosu, kablolu TV, uydu ve glvenlik sistemlerinde baglanti kablosu
olarak kullanilirlar.

APPLICATION

They are also used as connecting cable in interior CATV-CCTV cable
TV, satellite and security systems, in places where low attenuation is
required.

KABLO YAPISI / STRUCTURE

1 iletken Elektrolitik mono/kati iletken tavlanmis kizil bakir
Conductor Electrolytic solid bare copper
2 izolasyon Cift tarafli polietilen kaplamasi olan fiziki
kopuklU polietilen
Insulation Physical foamed PE with solid
double side PE skin.
3 Ekran | CuPet bant ekran (% 100 kapama)
Screen | CuPet tape screen (100% coverage)
4 Ekran Il Tavlanmis kizil bakir 6rgt (%60 kapama)
Screen |l Bare copper wire braid (60% coverage)
5 Kihf PVC
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TEKNIK OZELLIKLER / TECHNICAL SPECIFICATIONS

1 iletken EN 60228 class 1
Conductor

2 Yayilma hizi %85
Velocity of propagation

3 Kapasitans 52 +2pF/m
Capacitance

4 Karakteristik empedans 75+3 Q
Characteristic impedance

5 izolasyon direnci > 2000 M Q km
Insulation resistance

6 Bikilme yarigapi 10x D mm
Bending radius

7 Calisma sicakligi +70°C
Operating temperature

8 Max. depolama sicakhgi +40°C
Storage temperature max.

9 Referans standartlar TS EN 50117
Reference standards

ZAYIFLAMA (20 °C)
ATTENUATIONS (20 °C)

100 MHz 3,90 dB/100m
230 MHz 6,00 dB/100m
470 MHz 8,70 dB/100m
860 MHz 12,70 dB/100m
1000 MHz 14,00 dB/100m
1600 MHz 18,60 dB/100m
2150 MHz 22,20 dB/100m
2400 MHz 25,40 dB/100m

GERi DONUS KAYBI (20°C)
RETURN LOSS (20°C)
5-30 MHz > 26 dB
30-470 MHz > 22 dB
470-1000 MHz >18dB
1000 -3000 MHz > 15dB
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